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  A>   
 
Vort Buddy 400 available with or without a float switch. Vort Buddy 900 with float only. For dirty water containing soft solids. 10 metres of 
power cable. 1½” Outlet with step adapter hose tail for 1¼” and 1” hose. Sump Buddy as above but with sliding tube float switch for 
applications where smaller application dimensions and a cable float will not operate. Can switch between manual and automatic. Turns on 
at approx 180mm water level and off at 80mm water level. 1½” Outlet with step adapter hose tail for 1¼ and 1” hose. Complete with 10 
metres of power cable. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

MODEL VOLTAGE OUTLET LM/HM Kw AMPS H x W x L mm Kg CODE PRICE 

VORT BUDDY 400 MANUAL 230v 1½” 133/5 0.25 1.7 335 x 155 x 230 5.1 020-039  

VORT BUDDY 400 AUTO 230v 1½” 133/5 0.25 1.7 335 x 155 x 230 5.1 020-040  

VORT BUDDY 900 AUTO 230v 1½” 233/8.5 0.55 3.9 335 x 155 x 230 6.7 020-042  

SUMP BUDDY AUTO 230v 1½” 135/8 0.4 1.7 335 x 155 x 265 5.0 020-096  
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